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Mika 600 PD 3600 830 MG VB DA

- pendant luminaire, Pendant direct
- round
- fleece
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Tender Protection class |
pendant luminaire, Pendant direct, round, Luminaire body fleece, IP rating P20
Fleece blue, direct beam distribution, cover microprismatic gray, c €
3000 K, CRI 80, Rated Luminous Flux 3600 Im, Rated power 29,8

W, Luminous Efficiency 121 Im/W, Mac Adams 3, UGR < 19,

Luminance =65° 1230 cd/m?, average rated life L 80 B10 70.000

h ( for ambient temperature 25°C), electrical connection via 3 +

2-pole connection terminal up to 2.5mm?, Mains voltage 230 V

Net type 50/60 Hz, Glow wire strength 650°C, Protection class |,

IP 20, Outer diameter @ 600 mm, Height 87 mm, Pendant length

2000 mm, 2 kg.

Specifications Dimensions & weight

Rated Luminous Flux ®,: 3600 Im Outer diameter: @600 mm
Rated power P: 29,8 W Height: 87 mm
Color temperature T, 3000 K Pendant length: 2000 mm
Luminance = 65°: 1230 cd/m? Weight: 2 kg
Average rated lifetime (Lx): L 80 B10 70.000 h

Color rendering index CRI: = 80 Operating technology

Luminous Efficiency n,: 121 Im/W Ambient temperature (ta): 25 °C
UGR: <19 Mains voltage: 230V

Net type (Hz): 50/60

All technical data, weights and dimensions have been carefully compiled. Errors excepted. Product illustrations are examples and may differ from the original. We reserve the
right to make changes in the interests of progress.



