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Assembly Instructions 

Pendant luminaire Mika PD 

General Information: 

To ensure safety and proper functionality, please follow the installation instructions. 

Make sure to comply with the applicable national installation and safety regulations for the installation 
and operation of these lights. Only qualified personnel should perform the installation. 

If there are any visible damages, do not use the lights. 
The manufacturer accepts no liability for damages resulting from incorrect installation, improper use, or 
modifications of the lights. 

The light housing should not be twisted, bent, tightly fitted, bowed, or used as a structural aid. 

LED modules and operating devices should be replaced by qualified personnel. 

Before starting assembly, make sure you have the correct number and quality of the delivered 
components. 

Keep this manual for future maintenance work or disassembly. 
As of 09.2025 / 275-1-10-0238 
All technical data, as well as weight and dimension specifications, have been meticulously prepared. Subject to 
change. Product images are illustrative and may differ from the original. We reserve the right to make amendments 
that contribute to progress. 
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Suspension Cable 

Mounting Distance 

Outer Diameter in mm Number of 
Attachments 

Mika PD 600 3 

Mounting Hole Circle 
Diameter X in mm 
372 

With a press on the protruding 
nozzle, the cable can be adjusted 
seamlessly. 

Ceiling Mount 

Wire Rope Holder - Lower Part 

Ensure a Secure Fit !
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Stripping the Mains Connection Cable 

Strip the mains connection cable on site. 

The connection cables for control inputs of dimmable converters (DALI, etc.) should be 
designed to withstand 230 V mains voltage. 
In DALI installations where a DALI control device is not yet connected, the open DALI lines 
should be short-circuited in the sub-distribution. 
Current settings preset via DIP switch, resistor, or NFC. Optionally adjustable on-site according 
to planner specifications.. 

Connection Cable with Canopy 

Mains Connection Cable On-Site 

Grounding wire 

3. Secure
connection cable
to the fixture
with strain relief.

1. 
2. 

= Brown 
= Blue 
= Gr/Ye 

DALI 

Hang the pendant set on 
the hook provided.

4.

Switchable / Sensor light

= Brown 
= Blue

= Gr/Ye 
= White
= Black

Strand



After Connection 

Light-Optic Cover 

Maintenance 

For efficient operation, maintain the luminaire regularly and keep the optics clean.
Therefore, they must be cleaned both during installation (even after removing a protective film) and 
during regular maintenance of the luminaire.

• Disconnect the luminaire from the power supply and allow it to cool down if necessary.
• Clean with a slightly damp, soft, lint-free cloth.
• Only use pH-neutral, alcohol-free and non-abrasive cleaners.
• Remove any moisture residue completely with a second dry, soft, lint-free cloth to prevent streaking.
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2 . 

Prism side facing out 

Light optics opal 
smooth side facing the LED 

Micro light optics gray 
Prism side facing out 

Hex socket set 
screw: SW3 

Torque 0.5 Nm 

1.




